NOTES: NEATLY MOUNDED 6" HYDRANT TO BE EPOXY COATED,
1. ALL FITTINGS AND PIPE WITHIN VAULT SHALL BE CEMENT FINISHED GRADE # 2 COATS, AFTER INSTALLATION
12” 5 PIPE 5 PIPE 12" MORTAR LINED DUCTILE OR CAST IRON PIPE MEETING ALL BACKFILL SHALL BE SELECT COLOR_TO BE DETERMINED IVER_ROCK
AWWA SPECIFICATION FOR WATER SERVICE. MATERIAL FREE OF PAVEMENT OR ALL BOLTS TO BE BY THE DISTRICT. R.0.W. GRAVEL
MIN. DIA. MIN. DIA. MIN. MIN. 2. ALL PIPING INSIDE VAULT SHOULD BE SUPPORTED OR PROPOSED FINISHED OR ROAD BASE, CLODS, VEGETATION, STAINLESS STEEL - WOLMANIZED- TMBER |
SHIMMED AS REQUIRED AND APPROVED BY DISTRICT. EXISTING SUBGRADE. FIRE HYDRANT — MUELLER =< OLMANIZ
| 3. ALL FERROUS h(/;I)ETAL TO BE EPOXY COATED BEFORE OR DEBRIS. KENNEDY, EAST JORDAN == SRS S i
6" MIN. : : ol WOSSES DR
" INSTALLATION. S TS IRON WORKS OR CLOW. k=) I
4, EAST JORDAN IRON WORKS, MUELLER, OR AMERICAN ' ‘v’v‘v‘v‘v‘v‘v‘v‘v‘g\:\/ / o ONTRACTOR TO GREASE THREADS «,'_ 2 CENTER LINE: F:H“,A =
RESILIENT WEDGE VALVES WITH S.S. BOLTS ~ »‘0‘0‘0‘0‘0‘0‘0‘0‘0’0‘05 = PRIOR TO WALKTHROUGH T T - DR i
- e N . " ” 4 4 4 .
5 e R OOttt 2 it ‘7 IEH SOLTD ‘ i
A 7. TYLER SOLID SLEEVE, CEMENT LINED & S.S. BOLTS A ‘"Q’Q’Q’Q‘Q‘Q‘Q‘Q‘Q‘Q‘qu 3 g; ATEKIA BURY LINE =
. . > << |—= RN\ NSNS\ NSNS NSNS N\ . *
ToRSSNME g O SO0 SR B G Bl RIS o A e
: R, Sle= XXX XXX XXX X X MECHANICALLY TAMP IN 8" _|ZZ Z
10. ALL VAULT COVERS TO BE ALUMINUM SINGLE LEAF 30°X48 ZE 90909999999 00 5= WHEN_BURY_LINE ELEVATIONS MEGALUGGED <
y ALUMINUM_ ACCESS HATCH CENTERED BETWEEN METER AND TR 0% %0 Y0 Y0 Y %0 e % %% LAYERS OR OTHER DIST. =/~ ARE GIVEN THEY REFER 10 .
- DISCHARGE VALVE WITH SLAM_LOCKS AND SPRING ASSISTED 5= APPROVED METHOD C=s3 THIS LINE (SEE PLAN SHEET) <
\__2" BRASS NIPPLE COVER TO BE H20 LOAD RATED. = - |, % ! S—
TYP.) _PLAN VIEW_ 11, ALL BOLTS AND HARDWARE TO BE STAINLESS STEEL. g g gﬁéRPEE/}ﬁEBAuR | HYDRANT MUST BE VERTICALLY & SR\ |
6" THICK CONCRETE WALLS 12. SERVICES UNDER CONCRETE PAVING SHALL BE INSTALLED - BARREL IN 8 & e PLUMB TO BE ACCEPTED BY < g 6 BVC C00 T
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